Technical Details of Wardrobes

1)      Wardrobes are produced from cold rolled steel which is up to pattern.

2)      Distance of spot welding is 70 mm.
3)      Edge of doors of wardrobes was “U” shaped.
4)      Doors have reinforcement and there are aeration holes at bottom and upper sides of each door.
5)      There are a place to put label on the doors.
6)      There are German Hings at the doors of wardrobes and these Hings can’t be took apart when the doors are closed but it can be took apart when the doors are opened.

7)      Hanging lock or door key can be used optionally.

8)      Electrostatic powder paint is used to paint wardrobes.

Compact Archiv Systems

Moving Archiv Cabinets:

System moves by discs on industrial line and this system consist serial cabinets which opened and closed eachother. There are wheels or handles on the middle of cabinets to move system. Moving archiv system is classified in rows and in lines.

Row:

Single or double sided one or more adjoining cabinets.

(Example: Double sided single row, double sided double rows, double sided triple rows.)

Line:

Back to back and lined Cabinets which are on the line look like railway.

(Example:Double sided triple  nine pieces lines, it consist nine pieces double sided triple lines.)

Moving Archiv Systems

1)      Fixed-Moving:

Single sided row of archiv cabinets which put next to wall produced as fixed. In the middle there is a double sided cabinets line at the system which is said half compact system. Another cabinets lines are closed or opened to this fixed cabinet line. Moving lines are lines to move on the industrial line.

2)      With Cover – Without Cover:

One side of compact archiv system is with cover which is next to the wall and other sides are without cover. Middle lines are without covers. According to function of lines there are covers and lockers for safety on the front and back lines.

3)      Single Side – Double Side:

The fixed lines of compact archiv system are produced single side. Moving middle and marginal lines are produced double side.

4)      With Steering – With Handle:

Compact archiv systems are produced  with steering to move lines easyly. Single lines are produced with handle to move them.

Technical Details of Compact Archiv Systems

Pieces of Moving Archiv Systems:

Industrias Lines:Industrial lines produced from flat steel bars. Gradee of that flat steel bar is ST 37-42 and its size is 50*16 mm. Splice of flat steel bars are connected with traverse by using bolts so industrial lines are going to be more flat.
Carrier: It produced from profiles made from cold rolled steel. Size of that profile is 3*30*100 mm and its standard is DIN 1623. Connections produced electric welded steel construction.
Discs: Discs are produced from two pieces pressed cold rolled steel in mould. Thickness of discs are 3 mm and its standard is DIN 1623.  Depth of outside is 15 mm.  To reduce coefficient of friction discs are connected to idler and transmission shafts are connected to carrier through bearings. (2400 kg. or over weight, wheels are produced from steel material its grade is C 1045. A single bearing is put in Idler.)
Steering Column: Is is produced from 2,5 mm cold rolled steel. The Zimaş brand chain (1/2 3/16) on the steering column to supply power and movement to the gear wheel on the driving shaft. System is produced proper to reduce power.

Steering Wheel: Steering column is connected from centrum with two bearings so coefficient of friction reduced to minimum. Each transaction of steering Wheel transmit to discs.
Transmission Shaft:It is produced from cold rolled steel. The standard is steel is DIN 17006 and its grade is ST 37-42.
Mechanical Systems: Discs, chains, gear wheels, roller bearings, bolts,  needle connected to the carrier and it can be took apart when it required.
Cabinets: It is produced from 1 mm cold rolled steel and it  can carry maximum load capacity.
Steels are shiny and with oil. It is used a whole piece steels in production. Distance of welding points are 75 mm. Shelves are horizontal and parallels to eachother. Steels are cleaned from burs and there won’t be sharp corners.

According to direction of function of lines at beginning or at last there are lockers on the covers and if you turned to lock it locked from  buttom and upper sides of main body. There are vertical reinforcement at inside of covers. There won’t be friction, jam etc.

3 Hinges will be connected to each wing of main body.

Lockers System: Single, Double, Triple steering lines are locked through steering wich is on front cover. Single handled lines are locked to ground through a mechanism which is on cover.
Painting:Cabinets and carriers will be painted by electrostatic powder paint at 100˚.
Dimension of Compact Archiv Systems and Load Capacity

Fixed Group:

Description

	Description
	
	
	Width
	Depth
	Height
	Capacity
	

	Single Side-Single Row
	
	
	100 cm
	30 cm
	217 cm
	400 kg
	
	
	

	Single Side-Double Rows
	
	
	200 cm
	30 cm
	217 cm
	800 kg
	
	
	

	Single Side-Triple Rows
	
	
	300 cm
	30 cm
	217 cm
	1200 kg
	
	
	

	Double Side-Single Row
	
	
	100 cm
	60 cm
	217 cm
	800 kg
	
	
	

	Double Side-Double Rows
	
	
	200 cm
	60 cm
	217 cm
	1600 kg
	
	
	

	Double Side-Triple Rows
	
	
	300 cm
	60 cm
	217 cm
	2400 kg
	
	
	


Moving Group:

1)      Special sizes are acceptable .
2)      It can be put gum stripes on the side of cabinets to came face to face.

3)      Industrial line which system is moved on it can be covered with paltform.
4)      System can be produced with hidden mechanism or with steering gear.
	Description
	
	
	Width
	Depth
	Height
	Capacity

	Double Side-Single Row with Handle without Cover
	
	
	     100 cm
	60 cm
	217 cm
	800 kg

	Double Side-Single Row with steering without Cover
	
	
	     100 cm
	60 cm
	217 cm
	800 kg

	Double Side-Single Row with Handle with Cover
	
	
	     100 cm
	62 cm
	217 cm
	800 kg

	Double Side-Single Row with steering with Cover            
	
	
	     100 cm
	62 cm
	217 cm
	800 kg

	Double Side-Double Rows with steering with Cover         
	
	
	     200 cm
	62 cm
	217 cm
	1600 kg

	Double Side-Double Rows with steering without Cover   
	
	
	     200 cm
	60 cm
	217 cm
	1600 kg

	Double Side-Triple Rows with steering with Cover     
	     300 cm
	       60 cm
	217 cm
	 2400 kg

	Double Side-Triple Rows with steering without Cover     
	     300 cm
	       62 cm
	217 cm
	 2400 kg   


