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TECHNICAL SPECIFICATIONS FOR LIBRARY SYSTEMS
1)SYSTEM DESCRIPTION
The system is prepared considering all the requirements for shelving the books in a library. Shelves are manufactured in an order that they can be removed and then reassembled if requested. Height of the shelving is adjustable, when manufactured in standard size, 5 shelves are considered as 6 eyes. ( Shelving can be added if requested.) The entire library system produced carefully is manufactured as disassembled ( demountable). 
Top and side panels of the system can be produced from metal and wood if requested, all the elements except panels are made of metal considering that the library system will be used for a long time. All metal surfaces are coated with electrostatic powder paint using colours appropriate to general decoration and material. In each shelf there is a compressive book support with special chrome plating. Special referenced tag holders are also mounted onto surfaces of the side panels facing the hallway.
A) DOUBLE SIDED, SINGLE SIDED
Double sided units are the units that books can be shelved from both sides and that can be used from both sides while single sided units are of types that can be used from just one side and they are usually placed in the space behind the wall.  

B) SINGLE, DOUBLE, TRIPLE
It indicates that library units are made up of one, two or three modules all along its width.
     2) SIZE
The size of various units constituting the system under a light of the above categories are as follows. (size with timber in cm)
TYPE OF UNITS                 WIDTH                DEPTH                HEIGHT
SINGLE DOUBLE SIDED        95


64

      207

DOUBLE DOUBLE SIDED
    186


64

      207

TRIPLE DOUBLE SIDED        277                         64                          207

SINGLE ONE SIDED 
    95                           34                          207

DOUBLE ONE SIDED             186

           34

      207

4) SUPPORT BASE 

Function of these parts with thickness of 1.5, the quality A1, manufactured from C.R.S. sheet and with oval-cut front edge is to balance the library.
5) BOTTOM AND TOP “U” ENDS
The heads of these parts with thickness of 1.5, the quality A1, manufactured from C.R.S. sheet, having twisted profile and “u” shape are closed by welding and they are the parts introducing the shape and size of the library.
6) PLINTH
Manufactured from A1 quality C.R.S. sheet of thickness 1 mm as profile-twisted and is made up of two parts. 
7) INTERCONNECT PIPE
Manufactured from C.R.S. sheet of size 20*30* 1 and merged with U ends by welding.
8) SHELVING
Each shelf is made up of 3 parts.

A) 2 side shelf (vertical )-manufactured from A1 quality C.R.S. sheet of thickness 1.50 ss 
B) 1 shelf (horizontal)-manufactured from A1 quality C.R.S. sheet of thickness 1.00 mm
Shelf components take shape through various processes and profile is twisted. Their sides fit in shelf still through guides opened in mould.
9) COMPRESSIVE BOOK SUPPORT 

Manufactured in diameter of 5 mm, formed specifically by bending in mould. Shoes in which there is anti-slip plastic tab are fitted in its ends.
10) REFERENCED TAG HOLDER
It is passed through furnace by painting the surface of chipboard of thickness 19 mm inside a frame manufactured from A1 quality C.R.S. sheet of diameter 1.50.
COATING: All metal surfaces after being purified from grease and rust stains are coated with electrostatic powder coating and baked at 220°C.
3) TECHNICAL SPECIFICATIONS 
Library system is described below in parts constituting the system. 
1) TOP AND SIDE PANELS 

A) METAL 

Used material is the sheet metal of thickness 1.00 mm and A1 quality C.R.S. Side panels are made up of double walls. Walls are centred with a maximum range of 75 mm from each other. Panels are equipped with C.R.S. sheet reinforcement of thickness 1.00 mm two for each longitudinally from centerpoint. Side panels and top panel is intertwined. Side panels are screwed to the plinth with steel screw.
B) TIMBER 

Double side extra-class oak or walnut finish is hot-pressed on the surface of first class chipboard for furniture of thickness 18 mm. 
2) PROPS
Manufactured from A1 quality C.R.S. sheet of thickness 1.50 mm as U-twisted. Prior to centering sheets with each other holes are drilled thoroughly with special mould to provide the adjustment of shelving. Distance tolerance between holes is at most 0.25 mm. Furthermore in order to connect these items below on the other surface of these props 
A) SUPPORT BASE
B) INTERCONNECT PIPE
C) INTER-BOTTOM CONNECTION SHEET
D) UPPER CONNECTION U SHEET
E) SIDE PANELS
holes with various diameter and with precise measurements are drilled. Moreover “tensioning rod bearings“ with 135 twisting and perforated, manufactured from C.R.S. sheet of thickness 1.50 mm are centered on these props.
3)TENSIONING RODS
Manufactured in diameter of 5 mm. Outer surfaces are covered with chrome plating and connected with each other through tensioning bolt. By turning the tensioning assembly wire rods are rolled to provide a full vertical position of the unit and the balance of library system
